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12" (TYP)
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PERMANENT PAVEMENT REPAIR LIMITS

AutoCAD SHX Text
EXCAVATION WIDTH

AutoCAD SHX Text
UNDISTURBED PAVEMENT SECTION

AutoCAD SHX Text
HMA S0.5 (INSTALL IN 2 EQUAL LIFTS, SEE NOTE 1)

AutoCAD SHX Text
12" MIN. PROCESSED AGGREGATE BASE (RECOMPACTED)

AutoCAD SHX Text
NOTES: 1. NEW PAVEMENT SHALL MATCH EXISTING PAVEMENT NEW PAVEMENT SHALL MATCH EXISTING PAVEMENT THICKNESS OR BE INSTALLED WITH A 4" MIN. THICKNESS, EXCEPT FOR MAJOR TOWN ROADS LISTED ON SHEET 15 WHERE A 5" MIN. PAVEMENT THICKNESS IS REQUIRED. 2. TEMPORARY PAVEMENT REPAIRS SHALL REMAIN IN TEMPORARY PAVEMENT REPAIRS SHALL REMAIN IN PLACE FOR A MINIMUM OF NINETY (90) DAYS BEFORE PERMANENT REPAIRS ARE COMPLETED, UNLESS OTHERWISE APPROVED BY THE TOWN ENGINEER. 3. ALL JOINTS BETWEEN NEW AND EXISTING PAVEMENT ALL JOINTS BETWEEN NEW AND EXISTING PAVEMENT SHALL BE SEALED WITH AN EMULSIFIED ASPHALT TACK COAT. 4. ALL CONSTRUCTION METHODS AND MATERIALS SHALL ALL CONSTRUCTION METHODS AND MATERIALS SHALL CONFORM TO CTDOT FORM 818 STANDARDS.

AutoCAD SHX Text
SAWCUT PAVEMENT AND APPLY  EMULSIFIED ASPHALT TACK COAT TO ALL EDGES (TYP.)
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AutoCAD SHX Text
1. ALL SIDEWALK RAMPS SHALL COMPLY WITH THE APPLICABLE ALL SIDEWALK RAMPS SHALL COMPLY WITH THE APPLICABLE STATUTES OF THE STATE OF CONNECTICUT AND FEDERAL REQUIREMENTS CONCERNING THE CONSTRUCTION OF SIDEWALK RAMPS TO MEET CURRENT AMERICANS WITH DISABILITIES (ADA) STANDARDS AND PUBLIC RIGHT-OF-WAY GUIDELINES (PROWAG).  2. SIDEWALK RAMPS SHALL BE CONSTRUCTED AT ALL EXISTING AND SIDEWALK RAMPS SHALL BE CONSTRUCTED AT ALL EXISTING AND PROPOSED PEDESTRIAN CROSSINGS AND WHERE DIRECTED BY THE TOWN.  WHENEVER FEASIBLE, SEPARATE RAMPS SHALL BE PROVIDED FOR EACH PEDESTRIAN CROSSING. 3. IN GENERAL, SIDEWALK RAMPS LOCATED NEAR STREET CORNERS IN GENERAL, SIDEWALK RAMPS LOCATED NEAR STREET CORNERS SHALL BE CONSTRUCTED AT THE ENDS OF THE CURB RADIUS (I.E. POINTS OF CURVATURE AND TANGENT) UNLESS APPROVED OTHERWISE BY THE TOWN. 4. UTILITY POLES, SIGNS AND OTHER OBSTRUCTIONS SHALL NOT BE UTILITY POLES, SIGNS AND OTHER OBSTRUCTIONS SHALL NOT BE LOCATED WITHIN THE LIMITS OF RAMPS WHENEVER FEASIBLE.  IF UNAVOIDABLE, A CLEARANCE OF 36" MINIMUM MUST BE PROVIDED BETWEEN THE OBSTRUCTION AND THE BACK EDGE OF THE RAMP OR FACE OF CURB. 5. SIDEWALK RAMPS SHALL BE INSTALLED ENTIRELY WITHIN THE SIDEWALK RAMPS SHALL BE INSTALLED ENTIRELY WITHIN THE PUBLIC RIGHT-OF-WAY.  CARE SHALL BE TAKEN NOT TO DISTURB EXISTING MONUMENTATION THAT MAY PRESENT IN THE VICINITY. 6. WHENEVER FEASIBLE, SIDEWALK RAMPS SHALL NOT BE INSTALLED WHENEVER FEASIBLE, SIDEWALK RAMPS SHALL NOT BE INSTALLED WITHIN THE LIMITS OF PROPOSED OR EXISTING CATCH BASINS.  7. THE FINAL TEXTURE OF THE CONCRETE RAMP SURFACE SHALL THE FINAL TEXTURE OF THE CONCRETE RAMP SURFACE SHALL MATCH EXISTING, ADJACENT SIDEWALK.  8. CARE SHALL BE TAKEN TO ASSURE UNIFORM GRADE ON THE CARE SHALL BE TAKEN TO ASSURE UNIFORM GRADE ON THE RAMP, FREE OF SAGS, LIPS AND ABRUPT GRADE CHANGES.  9. THE HAUNCH AT THE BOTTOM OF THE RAMP SHALL BE POURED THE HAUNCH AT THE BOTTOM OF THE RAMP SHALL BE POURED INTEGRALLY WITH THE RAMP, SET FLUSH WITH THE GUTTER LINE, AND BEVELED.  10. WHEREVER FEASIBLE, MAXIMUM SLOPES OF ADJOINING GUTTERS WHEREVER FEASIBLE, MAXIMUM SLOPES OF ADJOINING GUTTERS AND ROAD SURFACES IMMEDIATELY ADJACENT TO THE SIDEWALK RAMP OR ACCESSIBLE ROUTE SHALL NOT EXCEED 5%.  MAXIMUM COMBINED GRADE OF RAMP AND ADJOINING SURFACE SHALL NOT EXCEED 13%. 11. REMOVAL AND REPLACEMENT OF EXISTING SIDEWALK TO REMOVAL AND REPLACEMENT OF EXISTING SIDEWALK TO ACCOMMODATE NEW RAMP INSTALLATIONS SHALL BE TO THE NEAREST EXPANSION/CONTRACTION JOINT OR DUMMY JOINT THAT PROVIDES A MAXIMUM 12:1 SLOPE AS SHOWN IN THE DETAIL OR 15', WHICHEVER IS CLOSER, UNLESS OTHERWISE DIRECTED BY THE TOWN.  12. SIDEWALK RAMPS AT MARKED CROSSINGS SHALL BE COMPLETELY SIDEWALK RAMPS AT MARKED CROSSINGS SHALL BE COMPLETELY CONTAINED WITHIN THE MARKINGS, EXCLUDING ANY FLARED SIDES.  13. EXPANSION JOINTS IN CONCRETE SHALL MATCH THOSE IN EXPANSION JOINTS IN CONCRETE SHALL MATCH THOSE IN ADJACENT SIDEWALKS BUT IN NO CASE SHALL THE SPACING BETWEEN EXPANSION JOINTS EXCEED 15' UNLESS OTHERWISE DIRECTED BY THE TOWN.  14. RAISED ISLANDS IN CROSSINGS SHALL HAVE SIDEWALK RAMPS RAISED ISLANDS IN CROSSINGS SHALL HAVE SIDEWALK RAMPS AT BOTH SIDES AND A LEVEL AREA WITH A 4 FT MINIMUM LENGTH BETWEEN THE RAMPS IN THE AREA OF THE ISLAND INTERSECTED BY THE CROSSINGS.  IF THIS CANNOT BE ACHIEVED, THE RAISED ISLAND SHALL BE CUT THROUGH LEVEL WITH THE ROADWAY. 15. DETECTABLE WARNING TILES SHALL BE 24" X 48" VPC, DETECTABLE WARNING TILES SHALL BE 24" X 48" VPC, CAST-IN-PLACE, REPLACEABLE PANEL WITH 8-BOLT PATTERN AS MANUFACTURED BY ADA SOLUTIONS, INC., P.O. BOX 3, NORTH BILLERICA, MA 01862 (1-800-372-0519) OR APPROVED EQUAL.  TILE MUST BE BRICK RED COLOR CONFORMING TO FEDERAL COLORS, WHICH IS HOMOGENEOUS THROUGHOUT THE TILE. 16. INSTALL EDGE OF DETECTABLE WARNING TILES 6" FROM THE INSTALL EDGE OF DETECTABLE WARNING TILES 6" FROM THE EDGE OF ROAD AND ALIGN DOMES ON A SQUARE GRID IN THE DIRECTION OF PEDESTRIAN TRAVEL.  17. ANY QUESTIONS PERTAINING TO LOCATION AND DIMENSIONS OF ANY QUESTIONS PERTAINING TO LOCATION AND DIMENSIONS OF CONCRETE SIDEWALK RAMPS AND/OR PLACEMENT OF DETECTABLE WARNING TILES SHALL BE DIRECTED TO THE TOWN PRIOR TO INSTALLATION. 18. LIMITS OF DISTURBANCE TO ADJACENT DRIVEWAY AND LAWN LIMITS OF DISTURBANCE TO ADJACENT DRIVEWAY AND LAWN AREAS SHALL BE MINIMIZED DURING CONSTRUCTION. 19. IMMEDIATELY NOTIFY THE TOWN IF EXISTING TREE ROOTS ARE IMMEDIATELY NOTIFY THE TOWN IF EXISTING TREE ROOTS ARE ENCOUNTERED DURING THE WORK TO DISCUSS PROPER REMOVAL TO AVOID DAMAGING THE ASSOCIATED TREE. 20. ALL CONSTRUCTION METHODS AND MATERIALS SHALL CONFORM ALL CONSTRUCTION METHODS AND MATERIALS SHALL CONFORM TO CTDOT FORM 818 STANDARDS. 21. SEE ASSOCIATED SIDEWALK RAMP DETAILS FOR ADDITIONAL  SEE ASSOCIATED SIDEWALK RAMP DETAILS FOR ADDITIONAL  INFORMATION. 
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STORM SEWER TRENCH

AutoCAD SHX Text
NOTES:  :  1. ALL CONCRETE PIPE TO BE MINIMUM CLASS IV WITH 2 FT OF COVER ALL CONCRETE PIPE TO BE MINIMUM CLASS IV WITH 2 FT OF COVER UNLESS OTHERWISE APPROVED BY THE ENGINEER.  2. USE WATERTIGHT RUBBER GASKETS IN ALL PIPE JOINTS. USE WATERTIGHT RUBBER GASKETS IN ALL PIPE JOINTS. 3. BEDDING MATERIAL SHALL BE INSTALLED A MINIMUM OF 12" ABOVE THE BEDDING MATERIAL SHALL BE INSTALLED A MINIMUM OF 12" ABOVE THE TOP OF ALL PLASTIC PIPES AND PIPES 48" IN DIAMETER AND LARGER.  4. WHEN REQUIRED BY THE TOWN, THE CONTRACTOR SHALL SUBMIT TEST WHEN REQUIRED BY THE TOWN, THE CONTRACTOR SHALL SUBMIT TEST RESULTS CONFIRMING THAT COMPACTION OF THE TOTAL TRENCH AREA MEETS 95% COMPACTED DENSITY 5. ALL CONSTRUCTION METHODS AND MATERIALS SHALL CONFORM TO ALL CONSTRUCTION METHODS AND MATERIALS SHALL CONFORM TO CTDOT FORM 818 STANDARDS.
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PIPE O.D.
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PLACED BY HAND
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12"

AutoCAD SHX Text
VARIES
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FINISHED GRADE

AutoCAD SHX Text
GRANULAR FILL OR NATIVE MATERIAL APPROVED BY THE TOWN THAT IS PLACED AND COMPACTED IN 12" MAX. LIFTS (SEE NOTE 4)

AutoCAD SHX Text
0.25 O.D. 

AutoCAD SHX Text
BEDDING MATERIAL (SEE NOTE 3) 

AutoCAD SHX Text
GRANULAR FILL WHEN UNSUITABLE MATERIAL IS ENCOUNTERED (DEPTH AS DIRECTED BY TOWN)

AutoCAD SHX Text
PIPE DIA.

AutoCAD SHX Text
I.D.+2' FOR PIPE UNDER 30",  I.D.+3' FOR PIPE 30" AND LARGER

AutoCAD SHX Text
4" IN EARTH  12" MIN. IN ROCK
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SEE APPROPRIATE SURFACE RESTORATION DETAIL

AutoCAD SHX Text
TRENCH LIMITS 



Species*

Proportion by

Weight (Mass)

(Pounds)

Minimum

Purity

(Percent)

Minimum

Germination

(Percent)

VELVET BENTGRASS, (AGROSTIS CANINA)

CERTIFIED VARIETY OR EQUAL CERTIFIED

VARIETY

25 96 85

RED FESCUE (FESTUCA RUBRA L. SSP.

RUBRA) CERTIFIED VARIETY OR EQUAL

CERTIFIED VARIETY

35 97 80

PARTRIDGE PEA (CHAMAECRISTA

FASCICULATA) CERTIFIED VARIETY

10 95 90

INDIAN GRASS (SORGHASTRUM NUTANS)

CERTIFIED VARIETY

15 95 90

CANADA WILDRYE (ELYMUS CANADENSIS)

CERTIFIED VARIETY

5 95 90

KENTUCKY BLUE GRASS (POA PRATENSIS)

CERTIFIED VARIETY

10 95 90

* UNDER NO CIRCUMSTANCES SHALL RYEGRASS, ITALIAN RYE OR ANY OTHER

SEED BE ADDED TO THE SEED MIXTURE UNLESS APPROVED BY THE TOWN.
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SUBGRADE
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EXISTING GROUND
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FERTILIZER AND SEED
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4" TOPSOIL
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NOTES: : 1. PERMANENT GRASS SEED MIX SHALL BE APPLIED FROM APRIL 1 PERMANENT GRASS SEED MIX SHALL BE APPLIED FROM APRIL 1 THOUGH JUNE 15 OR AUGUST 15 THROUGH OCTOBER 1 AND SHALL MEET SECTION M.13.04 IN CTDOT FORM 818 AS FOLLOWS:

AutoCAD SHX Text
2.	PERENNIAL RYEGRASS (LOLIUM PRENNE) SHALL BE APPLIED AS 	PERENNIAL RYEGRASS (LOLIUM PRENNE) SHALL BE APPLIED AS 	TEMPORARY GRASS SEED FROM MARCH 15 THROUGH JULY 1 OR 	AUGUST 1 THROUGH OCTOBER 15.


